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(3) When making way through the
water, in addition to the lights pre-
scribed in this paragraph, sidelights
and a sternlight.

(c) Vessels engaged in fishing other
than trawling. A vessel engaged in fish-
ing, other than trawling, shall exhibit:

(1) Two all-round lights in a vertical
line, the upper being red and the lower
white, or a shape consisting of two
cones with apexes together in a
vertical line one above the other;

(2) When there is outlying gear ex-
tending more than 150 meters hori-
zontally from the vessel, an all-round
white light or a cone apex upward in
the direction of the gear; and

(3) When making way through the
water, in addition to the lights pre-
scribed in this paragraph, sidelights
and a sternlight.

(d) Vessels engaged in fishing in close
proximity to other vessels engaged in fish-
ing. The additional signals described in
Annex II to these Rules apply to a ves-
sel engaged in fishing in close prox-
imity to other vessels engaged in fish-
ing.

(e) Vessels when not engaged in fishing.
A vessel when not engaged in fishing
shall not exhibit the lights or shapes
prescribed in this Rule, but only those
prescribed for a vessel of her length.

§83.27 Vessels not under command or
restricted in their ability to maneu-
ver (Rule 27).

(a) Vessels not under command. A ves-
sel not under command shall exhibit:

(1) Two all-round red lights in a
vertical line where they can best be
seen;

(2) Two balls or similar shapes in a
vertical line where they can best be
seen; and

(iii) When making way through the
water, in addition to the lights pre-
scribed in this paragraph, sidelights
and a sternlight.

(b) Vessels restricted in their ability to
maneuver. A vessel restricted in her
ability to maneuver, except a vessel
engaged in mineclearance operations,
shall exhibit:

(1) Three all-round lights in a
vertical line where they can best be
seen. The highest and lowest of these
lights shall be red and the middle light
shall be white;
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(2) Three shapes in a vertical line
where they can best be seen. The high-
est and lowest of these shapes shall be
balls and the middle one a diamond,;

(3) When making way through the
water, masthead lights, sidelights and
a sternlight, in addition to the lights
prescribed in subparagraph (b)(1); and

(4) When at anchor, in addition to the
lights or shapes prescribed in subpara-
graphs (b)(1) and (2), the light, lights or
shapes prescribed in Rule 30.

(c) Vessels engaged in towing oper-
ations. A vessel engaged in a towing op-
eration which severely restricts the
towing vessel and her tow in their abil-
ity to deviate from their course shall,
in addition to the lights or shapes pre-
scribed in subparagraphs (b)(1) and (2)
of this Rule, exhibit the lights or shape
prescribed in Rule 24.

(d) Vessels engaged in dredging or un-
derwater operations. A vessel engaged in
dredging or underwater operations,
when restricted in her ability to ma-
neuver, shall exhibit the lights and
shapes prescribed in subparagraphs
(b)(1), (2), and (3) of this Rule and shall
in addition, when an obstruction ex-
ists, exhibit:

(1) Two all-round red lights or two
balls in a vertical line to indicate the
side on which the obstruction exists;

(2) Two all-round green lights or two
diamonds in a vertical line to indicate
the side on which another vessel may
pass; and

(3) When at anchor, the lights or
shape prescribed by this paragraph, in-
stead of the lights or shapes prescribed
in Rule 30 for anchored vessels.

(e) Vessels engaged in diving oper-
ations. Whenever the size of a vessel en-
gaged in diving operations makes it
impracticable to exhibit all lights and
shapes prescribed in paragraph (d) of
this Rule, the following shall instead
be exhibited:

(1) Three all-round lights in a
vertical line where they can best be
seen. The highest and lowest of these
lights shall be red and the middle light
shall be white.

(2) A rigid replica of the inter-
national Code flag A’ not less than 1
meter in height. Measures shall be
taken to insure its all-round visibility.

(f) Vessels engaged in mine clearance
operations. A vessel engaged in mine
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§83.28

clearance operations shall, in addition
to the lights prescribed for a power-
driven vessel in Rule 23 or to the lights
or shape prescribed for a vessel at an-
chor in Rule 30, as appropriate, exhibit
three all-round green lights or three
balls. One of these lights or shapes
shall be exhibited near the foremast
head and one at each end of the fore
yard. These lights or shapes indicate
that it is dangerous for another vessel
to approach within 1,000 meters of the
mine clearance vessel.

(g) Vessels of less than 12 meters in
length. A vessel of less than 12 meters
in length, except when engaged in div-
ing operations, is not required to ex-
hibit the lights or shapes prescribed in
this Rule.

(h) Signals of vessels in distress and re-
quiring assistance. The signals pre-
scribed in this Rule are not signals of
vessels in distress and requiring assist-
ance. Such signals are contained in
Annex IV to these Rules.

[USCG-2009-0948, 75 FR 19546, Apr. 15, 2010, as
amended by USCG-2012-0306, 77 FR 37313,
June 21, 2012]

§83.28 [Reserved] (Rule 28).

§83.29 Pilot vessels (Rule 29).

(a) Vessels engaged on pilotage duty. A
vessel engaged on pilotage duty shall
exhibit:

(1) At or near the masthead, two all-
round lights in a vertical line, the
upper being white and the lower red;

(2) When underway, in addition,
sidelights and a sternlight; and

(3) When at anchor, in addition to the
lights prescribed in subparagraph (1),
the anchor light, lights, or shape pre-
scribed in Rule 30 for anchored vessels.

(b) Vessels when not engaged on pilot-
age duty. A pilot vessel when not en-
gaged on pilotage duty shall exhibit
the lights or shapes prescribed for a
vessel of her length.

§83.30 Anchored vessels and vessels
aground (Rule 30).

(a) Vessels at anchor. A vessel at an-
chor shall exhibit where it can best be
seen:

(1) In the fore part, an all-round
white light or one ball; and

(2) At or near the stern and at a
lower level than the light prescribed in

33 CFR Ch. | (7-1-12 Edition)
subparagraph (1), an all-round white
light.

(b) Vessels of less than 50 meters in
length; alternative light. A vessel of less
than 50 meters in length may exhibit
an all-round white light where it can
best be seen instead of the lights pre-
scribed in paragraph (a) of this Rule.

(c) Illumination of decks. A vessel at
anchor may, and a vessel of 100 meters
or more in length shall, also use the
available working or equivalent lights
to illuminate her decks.

(d) Vessels aground. A vessel aground
shall exhibit the lights prescribed in
paragraph (a) or (b) of this Rule and in
addition, if practicable, where they can
best be seen:

(1) Two all-round red lights in a
vertical line; and

(2) Three balls in a vertical line.

(e) Vessels of less than 7 meters in
length when at anchor. A vessel of less
than 7 meters in length, when at an-
chor, not in or near a narrow channel,
fairway, anchorage, or where other ves-
sels normally navigate, shall not be re-
quired to exhibit the lights or shape
prescribed in paragraphs (a) and (b) of
this Rule.

(f) Vessels of less than 12 meters in
length when aground. A vessel of less
than 12 meters in length when aground
shall not be required to exhibit the
lights or shapes prescribed in subpara-
graphs (d)(1) and (2) of this Rule.

(g) Vessels of less than 20 meters in
length while at anchor in special anchor-
age. A vessel of less than 20 meters in
length, when at anchor in a special an-
chorage area designated by the Sec-
retary, shall not be required to exhibit
the anchor lights and shapes required
by this Rule.

§83.31 Seaplanes (Rule 31).

Where it is impracticable for a sea-
plane to exhibit lights and shapes of
the characteristics or in the positions
prescribed in the Rules of this part she
shall exhibit lights and shapes as close-
ly similar in characteristics and posi-
tion as is possible.
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